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such exception is recognized by the testing and listing of the system by
any of the authorities listed In B.2(a).
(d) All valves and connections on containers shall be adequately pro-
tected to prevent damage due to accidental contact with stationary ob-
jects or from loose objects thrown up from the road.
4.5. Piping.
(a) All piping from fuel supply container to first stage regulator shall
be standard copper or brass pipe or approved seamless drawn non-ferrous
tubing. Approved flexible connections may be used between container and
regulator or between regulator and gas air mixer within the limits of
approval by any of the authorities listed ;n B,2(a).
(b) All piping shall be installed, braced and supported so as to reduce
to a minimum the possibility of strains or wear. Piping shall not be In-
stalled in close proximity to sources of extreme heat unless adequately
Insulated.
4.6. Safety Devices.
(Refer also to B.9).
(a) The discharge from safety relief devices sl,all be located on the
outside of cabs or other enclosed spaces and as far as practicable from
possible sources of ignition and vented upward in such a manner as to
prevent impingement of escaping gas upon containers, cabs, or other
parts of vehicle.
(b) Interstate Commerce Commission containers shall be provided with
safety devices as required by the Interstate Commerce Commission Reg-
ulations.
4.7. Vaporizers.
(a) Vaporizers and any part thereof and other carbureting devices as
may be subjected to full container pressure, shall have a design working
pressure of at least 250 lb. per sq. in. gauge.
(b) EaiL, vaporizer shall have a valve or suitable drain plug located
at or near the lowest portion of the section occupied by the water or
other heating medium, which will permit substantially complete draining
of the vaporizer.
(L) Vaporzers shall be securely fastened to the vehicle body or to
the engine in such a manner as to minimize the possibility of their be-
coming loosened by vibration or Impact.
(d) Each vaporizer shall be permanently marked at it visible point
as follows:
1. With the design working pressure In lbs. per sq. in.
2. With the water capacity of the gas containing portion of the va-
porizer in pounds.
4.8. Gas Control Equipment.
(a) Approved automatic pressure reducing equipment shall be installed
between the fuel supply container and gas air mixer for the purpose of
reducing the pressure of the liquefied gas coming to the gas air mixer.
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